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Windows-X P Operating System

1.1 Downloading of Drivers, Installation & Detection

a) Go to http://www.moschip.com, Click the “Products’ button, Click the*USB1.1”
button, Under MCS7784 click on “Drivers, Release Notes and Installation
Guides’. Then download the contents ( *.zip file ) onto your local Hard disk.

b) Unzipthe Driver filesto anew folder on your Hard Disk. (E.g. C:\MCS7784).

c) If aCDROM is provided with the driver files, store the driver filesfrom CDROM
tothelocal Hard Disk ( E.g. C:\MCS7784).

d) Check the new folder with the Driver files (E.g. C:\MCS7784) for a“ Readme”
file. Instructionsin the “Readme” file can be referred to in case of installation
problems when following this installation procedure.

€) Repeat steps“a’ to “d” for other PC if MCS7784 is used
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1.2 Installing driversfor first time & Detection:-

a) Following contents can be seen in the driver disk of MCS7784.

& MCSTTE4 Ver 1.0.0.7 Driver

Ble Edt Wew Favortes ook e "
ok - ) - (F ) sewch [ Fobdes | [T~
AGIrEss | ) C\Documents and Sektingsiiin Faoi[eskbop| 7A€ MCS T84 Yer 1,0,0.7 Driver - E

iy
File and Folder Tasks z @*’f il
___'}r-Martwf:u'.- '
K Publish this Folder ko the
‘Wb

iiwd Share this folder

kher Places ¥

Dt ails 3

Double click on setup in above window to install the drivers.

b) A popup screen appears with language option, language as used in PC would be
displayed by default. For example if the user isusing Win XP English then it displaysthe
language as English ( United States ). Click on OK to proceed further.

Choose Setup Language E|

@ Select the language for thiz installation from the choices below,
]

[Engiish (United States]
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¢) Welcome window of InstallShield wizard will install MCS7784 device on your
computer. To continue, click Next.

ie USB-SIR Adapter Device - InstallShield Wizand _|

wWelcome to the InstallShield Wizard for
USB-SIR Adapter Device

The Installshield{R) wizard will install USE-SIR adapker Dewice
an wour computer. Ta continue, click Mext.,

W AR MIMNG: This program is protected by copyright lawve and
inkernational treaties.

= Back [ Mexk = i [ Zancel ]

d) Click on Install to begin the installation.
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iw USB-SIR Adapter Device - Installshield YWizard

Ready to Install the Program

The wizard is ready to begin installation.

Click Install bo begin the inskallation,

IF wou wank ko rewview or change any of wour installation sektings, click Back. Click Cancel ko
exit the wizard.,

[ = Back. ]| Install i [ Cancel ]

€) InWinXP OSwill popup awindow stating the software that is being installed has not
passed Windows Logo testing. Click on Continue Anyway.

Software Installation

L ] E The zoftware vou are inztalling has not paszed Windows Logo
L teszting to werify ite compatibilitg with wWindows =P, [Tell me why
thiz testing is important. )

Continuing your installation of this software may impair
or destabilize the correct operation of your sypstem
either immediately or in the future. Microsoft strongly
recommends that you stop thas installation now and
contact the zoftware vendor for software that has
passzed Windows Logo testing.

[ Continue Anypway ] [ STOP Installation

f) This completes the Install Shield wizard. Click on Finish to exit the wizard.
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Completing the Found New
Hardware Wizard

T vz hiae Intskeid Fctalieg hae sollusam ion

. ISE-SIA S mpbey
ot

Click Fmish bo choss Hrem vizmd

| Finizh |

g) Now connect MCS7784 device to USB port of your PC. Found New Hardware
wizard window appears. Click on Next to continue
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Found Hew Hardware Wizand

YWelcome 1o the Found New
Hardware Wizard

T hiz wizard helpz pou inztall software for:

USBE-SIR Adapter

f;\:-;l If pour hardware came with an installation CD
=2 or Hoppy dizk. insert it now.

“wrhat do pou want the wizard to do’?

(#¥inztall the software automatically [RecommendedE
(v Install from a list or zpecific lacation [Advanced)

Click. Mext to continue.

I Mext > ] [ Cancel ]

Found Hew Harndware Wizard

Pleasze wait while the wizard installzs the software._. o

USE-SIR Adapter
ol

rMosSir sps
To C:3WwWIND DWW ShSpstem32WDRVERS

[ ]

h) This completes the installation process of MCS7784. Click on Finish to close the
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wizard.

i) Correct Detection of MCS7784 can be confirmed by seeing Device Manager contents
under Infrared devices, presence of USB-SIR Adapter confirms correct detection of
MCS7784 adapter.

= Computer Management |Z|E|
Q File  Action Wiew  indow  Help = J
€~ B & 2

Computer Management: {Local) -

- ﬁ& Swskem Tools + i Compuker

+ Event Yiewer +- g Disk, drives

+ Shared Folders + § Display adapters

+ % Local Users and Groups o ik DVDYCD-ROM drives

+--#4 Performance Logs and Alerts +-{= Floppy disk controllers

E Device Manager + IDE ATA/ATAPI contrallers

- @ Storage - % Infrared devices

+ Removable Starage I.E] LUSB-SIR. Adapter

Disk Defragmenter ‘i Kevboards

") Mice and other pointing devices

& Monitors

H8 Nebwork adapters

+- & Ports (COM & LPT)

+ ﬂ. Processors

+- @, sound, video and game conkrallers

+ System devices
+ Universal Serial Bus controllers

Disk Management
¥ % Services and Applications

B[

Revision 1.0
Page-No:10 AN-7784-XP-98SE



4 MOXCHP

SEMICONDUCTOR MCS7784
Directions For Use

Windows-XP & Windows-98SE

2. Un-ingtallation :-

InstallShield setup of MCS7784 serves the purpose of both installation as well as
Uninstallation of the drivers. For example if the drivers are installed for the first time
then InstallShield will install the drivers, where asif the drivers are already installed then
the InstallShield will uninstall the drivers.

2.1 Doubleclick on setup.exeicon in MCS7784 driver disk to removedrivers of
MCS7784.

a) Following screen would appear, click on Next.

i USB-SIR fdapter Device - InstallShield Wizard Eq

Welcome to the InstallShield Wizard for
USB-5IR Adapter Device

The Installshield(R) Wizard will allow wou ko modify, repair, or
remove LISE-SIR Adapter Device, To continue, click Mext,

< Back [ Mext = i [ Zancel ]
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b) Toremove MCS7784 drivers from your computer click on Next.

e USB-SIR Adapter Device - InstallShield Wi=zard

Program Maintenance

remove the program.

= Click Mext Button ko Remove LUSB-SIR adapter Device From wour
< | compukter,

= Back. |[ Mexk = ] [ Zancel ]

c) The application prompt's whether the user wants to remove the device from the
computer. Click on Remove to Uninstall the drivers.

Revision 1.0
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iw USB-SIR Adapter Device - InstallShield Wizard

Remove the Program

o hawve chosen to remowe the program From wour swskem.

Click Remowve ko remove LUSE-SIR adapker Device From wour computer. AFter remowal, this
program will no longer be available For use,

If wou want ko review or change anyw settings, click Back.

[ = Back ]| Remove | [ Cancel ]

d) This completes the Uninstallation process. Click on Finish to exit the wizard.

i USE-SIRE Adapter Device - InstallShield Wizand |

InstallShield Wizard Completed

The Installshisld wWizard has successFully uninstalled USE-SIR
Adapter Device. Click Finish ko exit the wizard.

= Back

Cancel

2.2 Un-install through control Panel

Drivers can be removed through Control Panel , Add / Remove programs a so.
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3. Updating / Re-installing the Drivers

To update the drivers follow the same process as described in the Installation procedure.
The only difference is the InstallShield pops up a window stating that the drivers for the
deviceisalready installed. Click on OK to Update\Reinstall the drivers.

Device Installer §|

Driver For this device is already installed in this syskem!

To updatefreinstall press Okl
To abort installation press cancel!

Zancel

If MCS7784 is already connected, Unplug / plug the MCS7784 into USB port to load reinstalled
drivers.

4. Establishing IrDA Connection with another PC:

a) After confirming the detection of MCS7784 as indicated above, Place any other IR
device ( Eg. PDA, Cell phone or Notebook with IR port ) in the range of MCS7784.

Y ou will find a popup text message in Task bar as another IR deviceinrange & IR icon
appears in task bar as below.

@l J ( J gDevte Haiaget @@%ﬁ%,ﬁ]ﬁl%ﬁﬂ -

b) As IR connection icon appears on Taskbar, following Wireless link icon appears on
the desktop of Windows XP.

=

wlireless Link

c) Double click on the IRDA icon in Taskbar, This opens following Wireless link
window by which you can send / receive data.

Revision 1.0
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Wireless Link

*  Select the files or falders pou want bo send bo another wireless device and click
Send.

“r'ou can alzo drag the filez or folders to Wwirelezs Link on the dezktop.

Send Files
Look ir: | < Local Disk [D:] ~| @ & c= mE-
n [CIBF-120IrDA, [C)Recy MCSFES0_drv
i :3 [CohBin e Fend
ty Recent [CZCD_RoM G share
Documents [Co) Debugiiew I symbols
s CHDUTCH [ thursday_afternoon
U_ﬁ == ]
=HCT Select ionl.0.0.9
Desktop fonl. L
ionl.4.0,
CHIAPAMNE  open ionl.4.0.0
. (Cjunk Explore ionl.4.0.0_test
ionl.5.0,
___J' [CMCSFF Search... ionl.5.0.0
[CImes77e jonl.10.0.0
tp Documents ine_clkn Sharing and Security, .. ion 1.0.0.0
— gOniShc [ ] Compressed (zipped) Folder
) porkmol
lej‘g [CPrograr Cut @ Deskbop (create shorkcuk)
My Camputsr Copy __J Mail Recipient

Create Shorkcut '_j My Docurnenks

=] -

Y

Go to specified File or Folder path, Select the File or Folder to be transferred , Right

Click >> send to >> Infrared Recipient or  Double Click >> Send button
available

In application window.

d) Any File or Folder can also be transferred by following method. Select the File or
Folder from required location >> right click >> Send To >> Infrared Recipient.
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i
r=ad il
Open with WinZip
Dpen With *
L3 Exkrack kao...
3] Extract ko Folder Diitempl yreadyFilel

3l Creake Self-Extrackor {EXE)
3l E-Mail readyFilel . zip

=4 v Floppy (A)
'Fii Deskkop (creake shorkcuk)
i Infrared Recipient

Creake Shorkcuk B4 Mail Recipient
Delete

Renarme

lﬁ My Diocumenkts

Froperties

€) Asthetransfer of dataisin progress. The following IRDA Icon appearsin the Task
Bar indicating data transfer isin progress. Moving the Cursor onto this Icon displays
the connection speed of IRDA link. (Under Win XP/ 2K / ME Only)

o] 165 e B[ [ | 4B v

Windows-98SE Operating System

5. Downloading of Drivers, Installation & Detection
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Downloading, Installation & Detection of driver for MCS7784 under Windows 98SE is
same as that of Windows XP.  Only the Device Manger detection confirmation would
different, following is the screen shot of MCS7784 detection under Win 98SE.

Check for for USB- SIR Adapter under Network adapters & Virtual Infrared COM
and LPT Ports under Ports (COM & LPT)

System Properties EdE3 I

General Dewvice Manager I Hardware Fraofiles I Performance I

" Wiews devices by bwpe i~ Wiew devices by connection

EI ],Ei Infrared devices ;I
------ ]EI Infrared Communication Device

- fﬁ K.epboard

: @ kModem

ED Mouze

=-EE Metwork adapters

- EE} Dial-Up sdapter

- B FPealtek RTLE139/210< Farily PCl Fast Ethernet NIC

- Eg USB-5IR Adapter

EEI---CQ Other devices

=% Ports [COM & LFT)

----- # Communicationz Port [COR 7]

----- g Cormmunications Port [COR 2]

----- & Printer Port [LPT1) —

----- g Wirkual Infrared COM Port

----- g “irtual Infrared LPT Port ;I

[T | I e SR SN SO B S U WU | PRI

Froperties | Fefrezh | Femowve | Frint. .. I

| (] I Cancel I

6. Re-installation :- Follow the Re-installation procedure as described for Win XP. In
case of Win98 SE the OS will ask for restarting the system once the drivers are installed
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7. Un-installation :-

Follow the Uninstall procedure as described for Win XP. In case of Win98 SE the O/S
will ask for restarting the system once the drivers are uninstalled.

Asthe Un-installation is over, following screen would appear. System will ask for
Reboot. Click Yesto Reboot.

iﬂ? USB-SIR Adapter Device Inztaller Information

changes made to USE-3IR Adapter Device to bake
effect, Click ¥es to restark now or Ma if vau plan ko
reskart later,

& You musk restart your system For the configuration

8. Establishing IrDA Connection with another PC:

Revision 1.0
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a) Asthe MCS7784 is plugged into PC USB port & the detection is confirmed as above.
Y ou would find an icon in Taskbar .

Aot AEGQ | esie | St et Woad B 1146

b) Click on Option Tab in above window & Enable Infrared Communication. Click on
Apply, then Ok to close the window.

A Infrared Monitor = I

[~ Enables infrared communication.
Frowiding application support on COMMA4 and LPT 2

I+ Search for and provide status for dewvices within range.

Search every I3 3: seconds=s.

I Limit connection speed to: I'l 15.2 kbp= *-'I

I Irhstall softvsare for Plug and Flay devices within range.

Festore Defaults I

¢) With Above selection IRDA Communication gets enabled & following icon appearsin
Taskbar of Win 98SE.

M‘ He54 H Vfeste | St wed o \ %EQ T46P

d) Now Place any other IR device ( Eg. PDA, Cell phone or Notebook with IR port ) in
the range of MCS7784.

Y ou will find a popup text message in Task bar as another IR deviceinrange & IR icon
appearsin task bar as below.
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ﬂgjﬁ*; &:&m%mm@bl‘um |-jmul |5wﬂﬁ':--- |Ii%?ﬂhii=ﬁpﬂ-

Asthetransfer of dataisin progress. Above IRDA Icon shows the file transfer activity.

€) Any File or Folder can also be transferred by following method. Select the File or
Folder from required location >> right click >> Send To >> Infrared Recipient.

4

Open with WinZip
Dpen Yeith »
| Exkrack to...
il Extract ko Folder D:itemplireadyfilel
3l Create Self-Extractar (L EXE)
3l E-Mail readyFfilel.zip

=5 v Floppy ()

Zuk :g_‘j Desktop {creake shorkcuk)
Copy % Infrared Recipient
Zreate Shorkbcuk =] Mail Recipient

Delste 5 My Documents

Renames

FProperties

Note :- Two PC’s can also be connected through IR Network connection through PPP
connection ( Start > Programs > Accessories > Communications > Network and Dial-up
connections > Make new connection ). Application note with these details can be
provided Separately

Installation Procedur e of Windows 2000, ME would bein thesimilar linesto that of
Windows XP OS.

Technical Support
If you encounter any technical problem, please contact us through: www.moschip.com

Change L og

1.0 AN 28th July 2004 Initial Release.
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